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Universal


Self contained, internal battery powered


Lasts for 10 hours+ from a single charge


Easy to use and clean








 Technical Specifications / contents�
�
 Core Drill and Water feed arbor


 Core drill bits: 	      1 x 7.0mm  diameter + 1 x 8mm    diameter  


 Working Length:               120mm, with 2 x 100mm extension tubes


*10mm diameter core drill and extension tubes available on request.


 Stainless  steel  arbor (water input) with push -fit  water  tube connection


 Pump


 Type: 	                         Peristaltic


 Speed: 	                         Adjustable  ~12 - 20rpm


 Flow rate:  	     ~10-20ml p/m


 Internal  batteries:	     12VDC 3300mAhr  NMH


 Power:                                3W


 Fuse:                                   5A (accessible  on rear of unit)


 Charger:                             110-240vac switch mode.  


                                       RED - charging , Green – FULL indicator


 Tubing:                                4.8mm ID silicone.  3 meteres.


 Collector:                            Delrin  plastic  


 Water  bottle:                    750ml  tough lab  bottle 


 Case:                                  Custom Peli-Storm im2370


 Dimensions                        500 x 265 x 155mm    4 kgs
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The pump and cores drill is a universal low noise water pump and diamond core drill bit system designed for use with the STEALTH low noise drill The water feed arbor has a straight shank that can be accepted by a standard drill chuck, or with custom adaptors can be used with many specialist drills on the market today.


The drill bit - The core drill itself is a very high quality continuous 7mm diamond crown core drill bit with extension tubes that can form a maximum length of 320mm.  This is particularly suitable for very thick walls, where an entire length of 320mm cannot be accommodated by a drilling system.  One section at a time can be fitted, until the desired depth is reached.


The Pump – Fully self-contained, battery powered, inside a thick aluminium enclosure is a DC motor and gearhead.  Designed for slow operation the pump will drip-feed water through the core drill bit at a rate of between ~5 and 25ml per minute.   As a rough guide, the pump set at ~15 rpm (will give the approximate flow rate at the cutting face of a fast dripping tap.


Despite its very slow speed and flow rate, the peristaltic pump head provides enough pressure to effectively flush slurry from the cutting face.  The slurry water is recycled with a specially designed water collector.  The water bottle is easy to connect, clean, fill and replace.


The control is extremely simple. The pump is started and stopped with one IP65 switch on top of the enclosure, and the speed is adjusted via a simple speed control knob. The battery is charged via the IP68 connector on the rear of the unit.  Contact us for further details.


The Bottle - Sediment will settle at the bottom of the bottle.  A filter is fitted to the end of the output tube inside.  The bottle is easy to empty, rinse and refill if necessary.  Very fine particles may remain suspended in the recycled water.  This is normal and does not affect the cutting or cooling effect at the drill face.
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Designed for use with standard drill chucks and slow, 'low noise' drilling systems such as the STEALTH



























































